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Dacpol Sp. z o.o.     ul. Puławska 34     05-500 Piaseczno k/Warszawy 
tel.: (+48) 22 70 35 100;  fax: (+48) 22 70 35 101;  dacpol@dacpol.com.pl;  www.dacpol.com.pl
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1

SygnalizaTory Dźwiękowe

DzwoNki przEmySłowE1.3
DzwoNki przEmySłowE SErii SiaD i cEaD1.3.1

7

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

IP 66 M 16

SIAD 165 R
SD 165 R

SIADEL 165 R
SDL 165 R

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R230A 54205
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R230D 54219
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G230A 54212
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G230D 54226
SDL165G240D 54227

SIAD Kg. 1,7
SIADEL Kg. 1,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1500÷10000

SIAD 165 G
SD 165 G

SIADEL 165 G
SDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1500÷10000

SIAD 165

SIADEL 165

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

IP 66 M 16

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

CEAD 165

CEADEL 165

*

*60 Hz on request

7

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

IP 66 M 16

SIAD 165 R
SD 165 R

SIADEL 165 R
SDL 165 R

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R230A 54205
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R230D 54219
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G230A 54212
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G230D 54226
SDL165G240D 54227

SIAD Kg. 1,7
SIADEL Kg. 1,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1500÷10000

SIAD 165 G
SD 165 G

SIADEL 165 G
SDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1500÷10000

SIAD 165

SIADEL 165

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

IP 66 M 16

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

CEAD 165

CEADEL 165

*

*60 Hz on request

 V~ 12 24 48 60 110 230 240

 ma 860 430 250 170 90 55 50

 dB(a)1m 100 100 100 100 100 100 100

     Hz 1500÷10000 

SiaD 165

 V  12 24 48 60 110 230 240

     ma 600 300 160 120 60 32 28

 dB(a)1m 98 98 98 98 98 98 98

     Hz 1500÷10000

SiaDEl 165

 V~ 12 24 48 60 110 230 240

 ma 860 430 250 170 90 55 50

 dB(a)1m 100 100 100 100 100 100 100

     Hz 2000÷12000 

cEaD 165

 V  12 24 48 60 110 230 240

 ma 600 300 160 120 60 32 28

 dB(a)1m 98 98 98 98 98 98 98

     Hz 2000÷12000

cEaDEl 165

Praca ∞
oC -30 +50

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G240D 54227

 V~ 12 24 48 60 110 230 240

 ma 860 430 250 170 90 55 50

 dB(a)1m 100 100 100 100 100 100 100

     Hz 1000÷15000

SiaD 215 NaVE

 V  12 24 48 60 110 230 240

 ma 600 300 160 120 60 32 28

 dB(a)1m 98 98 98 98 98 98 98

     Hz 1000÷15000

SiaDEl 215 NaVE  

7

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

IP 66 M 16

SIAD 165 R
SD 165 R

SIADEL 165 R
SDL 165 R

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R230A 54205
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R230D 54219
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G230A 54212
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G230D 54226
SDL165G240D 54227

SIAD Kg. 1,7
SIADEL Kg. 1,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1500÷10000

SIAD 165 G
SD 165 G

SIADEL 165 G
SDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1500÷10000

SIAD 165

SIADEL 165

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

IP 66 M 16

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

CEAD 165

CEADEL 165

*

*60 Hz on request

7

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

IP 66 M 16

SIAD 165 R
SD 165 R

SIADEL 165 R
SDL 165 R

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R230A 54205
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R230D 54219
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G230A 54212
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G230D 54226
SDL165G240D 54227

SIAD Kg. 1,7
SIADEL Kg. 1,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1500÷10000

SIAD 165 G
SD 165 G

SIADEL 165 G
SDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1500÷10000

SIAD 165

SIADEL 165

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

IP 66 M 16

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

CEAD 165

CEADEL 165

*

*60 Hz on request

7

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

IP 66 M 16

SIAD 165 R
SD 165 R

SIADEL 165 R
SDL 165 R

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R230A 54205
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R230D 54219
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G230A 54212
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G230D 54226
SDL165G240D 54227

SIAD Kg. 1,7
SIADEL Kg. 1,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1500÷10000

SIAD 165 G
SD 165 G

SIADEL 165 G
SDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1500÷10000

SIAD 165

SIADEL 165

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

IP 66 M 16

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

CEAD 165

CEADEL 165

*

*60 Hz on request

7

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

IP 66 M 16

SIAD 165 R
SD 165 R

SIADEL 165 R
SDL 165 R

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R230A 54205
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R230D 54219
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G230A 54212
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G230D 54226
SDL165G240D 54227

SIAD Kg. 1,7
SIADEL Kg. 1,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1500÷10000

SIAD 165 G
SD 165 G

SIADEL 165 G
SDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1500÷10000

SIAD 165

SIADEL 165

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

IP 66 M 16

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

CEAD 165

CEADEL 165

*

*60 Hz on request

STSD215N12A 91960
STSD215N24A 91961
STSD215N48A 91962
STSD215N60A 91963
STSD215N110A 91964
STSD215N240A 91966

STSDL215N12D 91967
STSDL215N24D 91968
STSDL215N48D 91969
STSDL215N60D 91970
STSDL215N110D 91971
STSDL215N240D 91973

7

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

IP 66 M 16

SIAD 165 R
SD 165 R

SIADEL 165 R
SDL 165 R

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R230A 54205
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R230D 54219
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G230A 54212
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G230D 54226
SDL165G240D 54227

SIAD Kg. 1,7
SIADEL Kg. 1,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1500÷10000

SIAD 165 G
SD 165 G

SIADEL 165 G
SDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1500÷10000

SIAD 165

SIADEL 165

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

IP 66 M 16

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

CEAD 165

CEADEL 165

*

*60 Hz on request

7

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

IP 66 M 16

SIAD 165 R
SD 165 R

SIADEL 165 R
SDL 165 R

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R230A 54205
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R230D 54219
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G230A 54212
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G230D 54226
SDL165G240D 54227

SIAD Kg. 1,7
SIADEL Kg. 1,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1500÷10000

SIAD 165 G
SD 165 G

SIADEL 165 G
SDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1500÷10000

SIAD 165

SIADEL 165

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

IP 66 M 16

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

CEAD 165

CEADEL 165

*

*60 Hz on request
7

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

IP 66 M 16

SIAD 165 R
SD 165 R

SIADEL 165 R
SDL 165 R

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R230A 54205
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R230D 54219
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G230A 54212
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G230D 54226
SDL165G240D 54227

SIAD Kg. 1,7
SIADEL Kg. 1,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1500÷10000

SIAD 165 G
SD 165 G

SIADEL 165 G
SDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1500÷10000

SIAD 165

SIADEL 165

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

IP 66 M 16

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

CEAD 165

CEADEL 165

*

*60 Hz on request

7

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

IP 66 M 16

SIAD 165 R
SD 165 R

SIADEL 165 R
SDL 165 R

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R230A 54205
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R230D 54219
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G230A 54212
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G230D 54226
SDL165G240D 54227

SIAD Kg. 1,7
SIADEL Kg. 1,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1500÷10000

SIAD 165 G
SD 165 G

SIADEL 165 G
SDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1500÷10000

SIAD 165

SIADEL 165

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

IP 66 M 16

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

CEAD 165

CEADEL 165

*

*60 Hz on request

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R240A 54096

CDL165R12D                        54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G240A 54076

CDL165G12D 54080

CDL165G12D                        54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G240D 54087

7

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

IP 66 M 16

SIAD 165 R
SD 165 R

SIADEL 165 R
SDL 165 R

SD165R12A 54200
SD165R24A 54201
SD165R48A 54202
SD165R60A 54203
SD165R110A 54204
SD165R230A 54205
SD165R240A 54206

SDL165R12D 54214
SDL165R24D 54215
SDL165R48D 54216
SDL165R60D 54217
SDL165R110D 54218
SDL165R230D 54219
SDL165R240D 54220

SD165G12A 54207
SD165G24A 54208
SD165G48A 54209
SD165G60A 54210
SD165G110A 54211
SD165G230A 54212
SD165G240A 54213

SDL165G12D 54221
SDL165G24D 54222
SDL165G48D 54223
SDL165G60D 54224
SDL165G110D 54225
SDL165G230D 54226
SDL165G240D 54227

SIAD Kg. 1,7
SIADEL Kg. 1,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1500÷10000

SIAD 165 G
SD 165 G

SIADEL 165 G
SDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1500÷10000

SIAD 165

SIADEL 165

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

IP 66 M 16

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

CEAD 165

CEADEL 165

*

*60 Hz on request

IP 66

woDooDporNy DzwoNEk przEmySłowy1.3.2

25

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

SELF-EXTINGUISHING IP 66 M 16

INDUSTRIAL BELLS

SIAD 215 NAVE

STAINLESS STEEL

ST SD 215 N

SIADEL 215 NAVE
ST SDL 215 N

STSD215N12A 91960
STSD215N24A 91961
STSD215N48A 91962
STSD215N60A 91963
STSD215N110A 91964
STSD215N230A 91965
STSD215N240A 91966

STSDL215N12D 91967
STSDL215N24D 91968
STSDL215N48D 91969
STSDL215N60D 91970
STSDL215N110D 91971
STSDL215N230D 91972
STSDL215N240D 91973

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

SIAD NAVE Kg. 2,7
SIADEL NAVE Kg. 2,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1000÷15000

33 39 V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1000÷15000

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

3832

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

SIAD 215 NAVE

SIADEL 215 NAVE

CEAD 165

CEADEL 165

3832

*

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

SELF-EXTINGUISHING IP 66 M 16

WATERPROOF INDUSTRIAL BELL

*60 Hz on request

25

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50 Hz 60 Hz

SELF-EXTINGUISHING IP 66 M 16

INDUSTRIAL BELLS

SIAD 215 NAVE

STAINLESS STEEL

ST SD 215 N

SIADEL 215 NAVE
ST SDL 215 N

STSD215N12A 91960
STSD215N24A 91961
STSD215N48A 91962
STSD215N60A 91963
STSD215N110A 91964
STSD215N230A 91965
STSD215N240A 91966

STSDL215N12D 91967
STSDL215N24D 91968
STSDL215N48D 91969
STSDL215N60D 91970
STSDL215N110D 91971
STSDL215N230D 91972
STSDL215N240D 91973

CEAD165R12A 54090
CEAD165R24A 54091
CEAD165R48A 54092
CEAD165R110A 54094
CEAD165R230A 54095
CEAD165R240A 54096
CDL165R12D 54097
CDL165R24D 54098
CDL165R48D 54099
CDL165R60D 54100
CDL165R110D 54101
CDL165R230D 54102

CEAD165G12A 54070
CEAD165G24A 54071
CEAD165G48A 54072
CEAD165G110A 54074
CEAD165G230A 54075
CEAD165G240A 54076
CDL165G12D 54080
CDL165G24D 54081
CDL165G48D 54082
CDL165G60D 54083
CDL165G110D 54084
CDL165G230D 54085
CDL165G240D 54087

SIAD NAVE Kg. 2,7
SIADEL NAVE Kg. 2,8

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 1000÷15000

33 39 V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 1000÷15000

CEAD Kg. 1,35
CEADEL Kg. 1,0

CEAD 165 G
CD 165 G

CEADEL 165 G
CDL 165 G

3832

V 12 24 48 60 110 230 240

mA 600 300 160 120 60 32 28

dB(A)1m 98 98 98 98 98 98 98

Hz 2000÷12000

CEAD 165 R
CD 165 R

CEADEL 165 R
CDL 165 R

V 12 24 48 60 110 230 240

mA 860 430 250 170 90 55 50

dB(A)1m 100 100 100 100 100 100 100

Hz 2000÷12000

SIAD 215 NAVE

SIADEL 215 NAVE

CEAD 165

CEADEL 165

3832

*

V 12-24-48-60-110-230-240 (±10%) On
C –30 +50°

50/60 Hz

SELF-EXTINGUISHING IP 66 M 16

WATERPROOF INDUSTRIAL BELL

*60 Hz on request




